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LED Downlight  
 
Ceilink: Suggested Fitting Method 
 

 
 
Contact a licensed electrician for any electrical work. Downlights can be fitted if the gap between the 
roof skin and the panel meets the lights requirements 
and safety guidelines. 
 
Ceilink panel preparation 
1. Allow approximately 50mm above Ceilink panel for 

fitting light and transformer 
2. Drill 90mm diameter hole in panel using a hole saw 

or jigsaw with a metal blade. For ease of 
installation, you may wish to drill these holes 
before installing the panels 

3. For a good flush fitting, carve out 2 small sections 
of EPS (foam) as illustrated so that the spring clips 
fit flush against the inside face of the steel ceiling 
skin  

 
 
Insulated Roof Panels: Suggested Fitting Method 
 

 
 
Contact a licensed electrician for any electrical work. Conduits and low voltage cables can be run 
through the wiring ducts provided in the roof panels. Versiclad recommends locating any transformers 
remotely to allow for heat release. 
 
Roof panel preparation 
1. Locate the lights close to wiring ducts to make wiring easier   
2. Drill 90mm diameter hole in panel to depth of approximately 45mm. Extra care is to be taken when 

installing the downlights in 50mm‐65mm panels. 
3. For a good flush fitting, carve out 2 small sections of EPS (foam) as illustrated so that the spring clips 

fit flush against the inside face of the steel ceiling skin. 
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The Ultra down light can be dimmed to 10%. 

TradeTec Ultra Downlight
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